
If you have recently received a call from our Construction 
Department or if you have any questions related to the project, please 
dial (570) 698-6162, press OPTION #2. 
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Roamingwood Sewer and Water Association Master Plan Update 

The excavation work for the 

third and final stage of the 

sewer and water upgrade 

will continue on the west 

side of the community.  

Main line installation will move to the Wildwood, Woodhill and 

Woodridge areas of the community.  The lateral crews will 

continue on Ridgeview and Lakeview Drive. The pump crew will 

be following the lateral crew. Please understand, with 

construction it is not unusual for plans to change at a moment’s 

notice.  We ask that the members of the community be patient 

with us and respect the safety of the workers in the construction 

zones.  When working on the roads we do our very best to 

utilize detours, unfortunately detours are not always available 

and the best route is around the lake.  Please be aware of this 

situation and always give yourself plenty of time to make your 

appointments.       

 

We are in the process of finalizing our home inspections, 

please call the office if you have not met with one of our 

inspectors to review the project and what your home requires.  

There are a few retro fit pump installations that we need to 

complete, if after our inspection, we determined your house 

was a candidate for a retro pump, please call the office so we 

can arrange for the installation.  Our construction office is in the 

process of calling the respective homeowners to schedule 

control panel installation appointments.  If we left you a 

message or you did not receive a call from us, please feel free 

to call us at (570) 698-6162 Option #2 to schedule the 

appropriate appointment for your house. 

CONSTRUCTION AREAS AND WORK SCHEDULING 

Stage 3 Projected Direction  
of Active Construction 

Lot Number Range (as of August 2016) 

1-20, 37-53, 125-133, 155-172, 174, 175, 
298-315, 326-362, 407-456, 462-610, 620
-669, 684-752, 820-845, 1027-1061, 1082
-1103, 1126-1231, 1298-1341, 1481-1484, 
1516-1571, 1592-1619, 1644-1655, 1713-
1745, 1770-1773, 1807-1857, 1885-1890, 
1903-2062, 2072-2147, 2264-2270, 2273-
2275 

All Hideout homes within the project area, whether they currently 
have a sewage pump system or not, will require a pump to connect 
to the new low-pressure sewage system. 
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Roamingwood Sewer and Water Association 
ROAMINGWOOD SEWER 

& WATER ASSOCIATION 

P.O. Box 6, Lake Ariel, PA 18436 

(570) 698-6162 

Check out our website at: 

http://www.roamingwood.com/ 

Meetings take place at 5PM at the RS&W 

Office, unless otherwise posted.  

Dates subject to change.   

Check our website for the latest updates. 

RS&W’s staff is on-call 7 days per 

week; 24 hours per day. If you 

have a water  or sewer 

emergency, call (570) 698-6162, 

wait for operator and press 

OPTION 1, to leave your name, lot 

number and phone number where 

you can be reached and your call 

will be returned promptly. All non-

emergency service calls require 

24 hour notice to schedule an 

appointment during regular 

working hours. 

Office Hours of Operation  

Monday-Friday, 8:30 AM-4:30 PM 

Service Hours of Operation 

Monday-Friday, 7:30 AM-3:30 PM 

Saturday, 8:00 AM-12:00 PM 

Rates for Service 

Scheduled Service Hour Rates: 

Service Call - $50.00, minimum 

Water On/Off - $20.00 

Unscheduled After Service Hour Rates: 

Service Call - $75.00, minimum 

Water On/Off - $75.00 

Other Rates: 

Sat., 10:00 PM to Mon., 7:30 AM 

Service Call - $85.00, premium 

Water On/Off - $85.00 

On Holidays, Premium Rates Apply 

PROJECT INFORMATION 

F o r  u p - t o - d a t e  i n f o r m a t i o n 

c o n c e r n i n g  R S & W  o r  t h e 

construction project, please keep 

posted to : 

r o a m i n g w o o d . c o m / p r o j e c t s ,   

Channel 20 and the Hideabout ‘Extra’ 

updates regarding work projects, 

detours, and service interruptions. 

2017 Proposed Meeting Schedule If you plan on leaving your home unattended during the 
winter months, please give consideration to your water 
pipes. At a minimum, the following is suggested: 
 

• Have your water turned off at the street by RS&W. 

• Have your home winterized by a qualified plumbing 
professional. 

• Turn off the valve at the main supply line where it 
enters your home. 

• Turn off and drain your water heater. 

• Maintain temperatures at a reasonable level to pre-
vent freezing.  

• Inspect the basement or crawlspace for any open-
ings or vents and insulate! 

 
For more tips, visit our website at: 

www.roamingwood.com 
 

Winterize Your Home Before an Extended Absence: 
 
These tips are provided to assist in winterizing your 
home if you will be away for any extended period.  The 
purpose of winterizing your home is to remove water 
which can freeze within the pipelines and other areas. 
While nobody can guarantee against frozen or broken 
pipes, it is important that you take preventive winteriz-
ing steps.  You may prefer contacting a Master Plumber 
to do the work. 
 
Water meters and interior plumbing pipes need to be 
located in an area with a minimum temperature of 50° F 
from November 1 through April 1. 
 
If you elect to turn off the water system, please read this 
important information. 
 
1. Close the main water valve or supply to your home. 

This valve is usually located in the basement or 
laundry room of your home. 

2. After the main valve has been securely turned off, 
open (or turn on) all inside faucets -- kitchen sink, 
bathroom sinks, tubs, showers and laundry room 
basin -- and all outside faucets. Also, be sure to re-
move garden hoses from the outside spigots. The 
purpose of opening all faucets is to drain all water 
from the pipelines within, and outside of, the home. 

3. Turn off the heat source to the furnace/boiler and 
water heater. 

a) If the water heater is electric or oil, turn off 
the power at the switch.  

b) b) If the water heater is gas, you must turn 
off the gas valve. In most cases, you can 
turn off the furnace by switching off the 
electrical power supply. 

4.    Drain the water heater. 
a) Connect a hose to the drain at the bottom of 

the heater and allow the water to run into 
the floor drain. 

b) If you do not have a floor drain, extend the 
hose to the outside of the house, or establish 
a line to a nearby laundry tub to remove the 
drained water from the heater. 

5. Once the heater has been drained, be sure you close 
the valve at the base of the heater.  (After all the 
pipes are drained, they should be protected.) 

Electric Water Heater: 
 
Special precautions must be used in draining and filling 
an electric hot water heater. 
 
Electricity must be turned off before draining or refilling 
the water tank. 
 
Toilets: 
 
1. Flush your toilet with the water supply turned off. 

This will clear the tank of any water. 
2. Next, sponge out any excess water remaining in the 

tank. 
3. Dip out some of the remaining water in the toilet 

bowl 
4. Then add a dilution of propylene glycol anti-freeze 

as this is non-toxic. (Do not use the type of anti-
freeze that you put into your car/truck to winterize 
the vehicle). The reason you leave some water in the 
toilet bowl is to adequately seal the traps so sewer 
gas will not enter your home through the drain 
ways. 

5. Pour the non-toxic solution into all the drains in 
your home. 

 
The traps in all basins, sinks, tubs/showers and laun-
dry tubs should also be protected from freezing - see 
Item 4 & 5 above. 
 
Hot Water Heating Systems (with baseboard or con-
ventional radiators) 
 

• If your home has a hot water heating system, this 
system must be drained when you are winterizing 
your home. 

 
It is recommended that this is performed by a Li-
censed Plumber. 
 
Draining the Heating Systems: 
1. Turn off the electrical power source and water sup-

ply. If you have a natural gas powered system, the 
gas valve and pilot must be turned off. 

2. Open the drain valve on the bottom of the boiler. 
3. Drain the expansion tank. The tank is usually sus-

pended from the ceiling above the furnace and 
should have a drain valve for a hose connection. 

4. While draining the tank, the pressure reduction will 
cause the draining process from the furnace and tank 
to slow down. 

5. Open all radiator or baseboard air vents on the top 
floor after the tank is drained and, as water levels 
drop open the vents on the lower floors. 

6. Wrap "exposed" pipes with insulation (this only 
works if you have a heat source). When water can-
not be totally removed from the exposed pipelines, a 
heat tape can be used. 

 
Special Notes: 
 
If you will be gone a short period of time, find a reliable 
neighbor to check the property daily.  It is a good idea to 
have your utilities’ telephone numbers in an obvious 
location. 

Leaving town? House for sale? Protect your investment! 

October 7 (9am) 

November 22 

December 27 

 

2017 Holiday Dates 

Thanksgiving Thur. Nov. 23 

Thanksgiving Fri., Nov. 24 

Christmas Mon., Dec. 25 
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